TYP. 48" - 60" GRADED TREAD WIDTH
(UNLESS DIRECTED BY
/ OWNER'S REPRESENTATIVE)

NOTE: PAYMENT FOR TREAD
FRACTURED ROCKS AND STONE HARDENING WILL BE ON A
SHALL BE PLACED TIGHTLY SQUARE YARD BASIS.
TOGETHER IN DESIGNATED
AREAS AS DETERMINED IN FIELD

SIDESLOPE HARDENING

TRIAL TREAD

ROCKS AND FRACTURED
STONE SALVAGED FROM ’
50' CORRIDOR =TT
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SECTION "A" - TRAIL TREAD HARDENING POTENTIAL APPLICATIONS

CONSTRUCTION NOTE:

BACKFILL BEDDING MATERIAL SHALL
BE 3"- 6" OF 3/4" - CRUSHED ROCK.
THE SAME CRUSHED ROCK CAN BE
UTILIZED FOR FILL BETWEEN THE SET
ROCK/STONE.

10" MINIMUM ROCK/STONE SET DEPTH.

SEAMS RUNNING IN THE DIRECTION
OF TRAVEL SHALL BE MINIMIZED IN
BOTH LENGTH AND WIDTH. SEAM
WIDTH SHALL SHALL BE MINIMIZED
10" DEPTH MIN. AND SEAM STAGGERING SHALL BE
USED WHERE POSSIBLE.

TRAIL TREAD ROCK ARMORING AND SIDESLOPE ARMORING DETAIL

NOT TO SCALE
ENSURE THAT THE EROSION ANCHOR TRENCH AT
CONTROL BLANKETS ARE IN TOP OF SLOPES, SEE
DIRECT CONTACT WITH THE DETAIL BELOW F,OR
SOIL BENEATH THEM AND ADDITIONAL
SECURELY ATTACHED WITH 11 INFORMATION
GAUGE STAPLES ACCORDING
TO THE MANUFACTURER'S
SPECIFK@I-L&T_?\;%EI BLANKETS SHALL OVERLAP AT ALL JOINTS
(HORIZONTAL AND LONGITUDINAL) A
MINIMUM OF 6" - STAPLE OVERLAPS AT
MINIMUM 18" INTERVALS
6" OVERLAPA
EROSION CONTROL BLANKET:
STAPLE - TYP: 18" MIN. CATEGORY 3:
FOR DISTURBED AREAS WITH
SLOPES BETWEEN 3:1 AND 2:1, COVER WITH
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= CATEGORY 3 EROSION CONTROL BLANKET
CONSISTING OF 100% STRAW MATRIX, SUCH AS
WESTERN EXCELSIOR EXCEL S§S-2 WITH ALL
NATURAL NETTING (OR APPROVED EQUAL)

MEETING THE MnDOT SPECIFICATION SECTION
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ANCHOR TRENCH TO BE USED AT TOP OF ALL

o : EME i
‘*“}-ﬁg -t SLOPES AND EVERY 100 LINEAL FEET OF SLOPE. CEERRSBEREIE
NA6'x6 ) FOR DISTURBED AREAS WITH

AND BACKFILLED WITH SOIL AND COMPACTED - Lyt sk omni ol L
BLANKET SHALL BE OVERLAPPED A MINIMUM OF ‘
' EROSION CONTROL BLANKET CONSISTING OF 30%
6" AS SHOWN ABOVE THE BLANKET AND ;
0 ADOLE THE D COCONUT / 70% STRAW BLEND, SUCH AS
ECURED T HITH STARL WESTERN EXCELSIOR EXCEL CS-3 WITH ALL
NATURAL NETTING (OR APPROVED EQUAL)
ENCH SECTION DETAIL
RO TRER R EER MEETING THE MnDOT SPECIFICATION SECTION

3885 REQUIREMENTS.

WOOD FIBER BLANKET DETAIL D
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— 100% COIR FIBER ROLLS A MINIMUM OF 6"
DIAMETER, BOUND BY HIGH STRENGTH
2'x2" TWISTED COIR NETTING - ROLLS
SHALL BE PLACED PERPENDICULAR TO
THE FLOW OF WATER AND SHALL BE IN
DIRECT CONTACT WITH THE SOIL AND
SECURELY STAKED IN PLACE.

DIRECTION 1"x 2" x 24" LONG WOODEN
OF FLOW STAKES TO BE DRIVEN
THROUGH THE COIR ROLLS
AT MAX. 12" 0.C. SPACING
AND AT A 45 DEGREE ANGLE
WITH THE TOP OF THE STAKE
POINTING UPSTREAM.
STAKES SHALL EXTEND A
MINIMUM OF 8" INTO SOIL.

CROSS-SECTION DETAIL

COIR ROLLS SHALL EXTEND FAR ENOUGH
UP THE SIDES OF THE SLOPE TO ENSURE

THE WATER DOES NOT FLOW AROUND
THE SIDES OF THE ROLL.

SECTION VIEW

COIR ROLL DETAIL

SWPPP NOTES:

1. ALL DISTURBED AREAS NOT PART OF ACTIVE TREAD TO BE
STABILIZED WITHIN 7 DAYS OF NOT BEING WORKED. SEE (SWPPP)
STORM WATER POLLUTION PREVENTION PLAN FOR DETAILS.

2. WHENEVER POSSIBLE USE NATIVE DUFF MATERIALS FOUND IN THE
TRAIL CORRIDOR AS A MULCH FOR COVERING SOIL EXPOSED BY
BACKSLOPE AND DOWNSLOPE CUTS. WOOD CHIPS MADE FROM
WOODY MATERIAL CLEARED AS A RESULT OF THE CORRIDOR
CLEARING ARE AN ACCEPTABLE ALTERNATIVE TO NATIVE DUFF
MULCH.

3. FOR SLOPE ANGELS UNDER 3:1 USE TEMPORARY EROSION
CONTROL SEED MIX AND FOR DISTURBED AREAS THAT ARE
LACKING ADEQUATE NATIVE DUFF MATERIAL.

4. FOR SLOPE ANGELS 3:1 AND OVER USE PERMANENT EROSION
CONTROL SEED MIX AND EROSION CONTROL BLANKET FOR LAND
SLIDE AREAS AND AREAS OF HEAVY DISTURBANCE. THESE AREAS
MUST BE APPROVED BY THE OWNER.

5. SEE SWPPP FOR SEED MIX DETAILS.

6. AFTER COMPLETION OF ALL GRADING, THE TRAIL TREAD SHALL BE
MECHANICALLY COMPACTED TO ITS SPECIFIED WIDTH USING A
VIBRATORY PLATE, SHEEP'S FOOT, OR OTHER APPROVED EQUAL
COMPACTOR.

7.  CUT BRUSH AND SLASH MUST BE DISPOSED IN AN UPLAND
LOCATION AND MUST BE KEPT OUT OF STREAMS, GULLIES, SWALES,
WETLANDS, AND LOW AREAS. SEE SPECIFICATIONS FOR DETAILS.

8. NO EXCAVATION OR FILL PERMITTED IN WET & LOWLAND AREAS. IT
IS THE RESPONSIBILITY OF THE CONTRACTOR TO CONSULT WITH
THE OWNER PRIOR TO DOING ANY WORK WITHIN SUSPECTED WET &
LOWLAND AREAS.

STONE SHALLEXTEND FAR ENOUGH UP
THE SLOPE TO ENSURE WATER DOES
NOT FLOW AROUND THE ROCK CHECK

4" TO 12" DIA. STONE
AT 8" TO 12" DEEP

NOTE:
ROCK CHECKS TO BE USED IN
AREAS OF CONCENTRATED FLOW

FOR MULTIPLE OR SERIES OF
CHECKS THE BOTTOM OF UPPER
CHECK SHOULD BE SAME

ELEVATION AS THE TOP OF THE NOTE:
LOWER CHECK TO PROVIDE FOR PAYMENT FOR ROCK
POOLING CHECKS WILL BE ON A

SQUARE YARD BASIS.
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~ ROCK CHECK DETAIL ~
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